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Abstract  

Although legal arrangements have been made about accessibility in 

Turkey, their reflection the urban spaces have been inadequate. 

Accessibility is an issue that needs to handle at different scales to 

improve the quality of life of every individual disabled or not. Analyzing 

many studies, it is observed that the disabled people in the society have 

difficulty in either inside of place or outside of place accessibility. It is 

among the most important accessibility problems that the design of the 

place with standard measures that will increase the accessibility of 

individuals is ignored. In order to draw attention to the planning and 

design criteria on the accessibility of place, it is aimed to determine the 

accessibility of the space by analyzing compliance with standards in 

Ankara Kızılay shopping center case area. Within the scope of the study,
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accessibility criteria in the study area are evaluated by using an 

accessibility monitoring and inspection form for buildings prepared by 

the Ministry of Family and Social Policies General Directorate of Disabled 

and Elderly Services. As a result of the evaluation, it is revealed how 

accessible the components that affect the availability of Kızılay AVM. 

According to this study, there is no usage area with very poor 

accessibility level. Parking has poor accessibility level. The use of 

emergency and building installation elements is at the medium level of 

accessibility. Perceptible walking surface signs and building entrances 

have good accessibility levels. The other usage areas of the shopping 

center are horizontal and vertical circulation in the building, toilets and 

orientation and markings are very well accessible. The importance of 

this study is the answer to the question how accessible the social activity 

area for all in Kızılay, which is developed as the central business area of 

Ankara over the accessibility criteria according to legislation.  

INTRODUCTION: A GENERAL OVERVIEW  

Human needs space in order to maintain the basic needs of social 

life as well as need for shelter. The space in different forms is 

observed in time because of changing the human life. Population 

growth occurs urban space differentiations. Social, cultural and 

economic developments lead to changes in the demands and 

needs of the society and to create new social spaces. The spaces 

are important areas for increasing unity and solidarity in 

society. People need to be directed to the place and to be created 

a desire for having time there. Thus, the use of space and keeping 

the space alive are provided. There are many factors for 

enhancing use of space. Accessibility is one of the factors which 

enable the use of an urban space. Having an accessible space are 

among the reasons to prefer the space. 

There are many people in the society who are young-old, male-

female, with permanent or temporary barriers, pregnant, obese, 

illiterate, non-linguistic, with limitations such as vision, 

orthopedic, and hearing impaired. Many of these people face with 

obstacles in urban areas like on pavement and pedestrian roads, 

pedestrian crossings, building entrances, public buildings, 

workplaces, schools and shopping center, cinema, theater and so 

on. They also find it difficult to use street furniture, symbols and 

signs, and public transport and private vehicles (Buldurur  and 

Yavaş, 2007).Therefore, the concept of accessibility becomes 

more important for every individual. 

In  literature, achieving human-oriented accessibility is related to 

the concept of universal design, barrier-free design and inclusive 

design. Kuter and Çakmak (2017) mentions that after the Second 

World War, urban design led to the concepts of equal use and 

accessibility for society in the process of restructuring of cities. It 

also refers to the development of a barrier-free design concept for 
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the organization of life environments for the society and soldiers 

who suffer from the war. It emphasizes that the concept of 

universal design emerged in order to prevent discrimination and 

inequality in society over time. Kaymaz (2015) mentions that 

accessibility standards should be realized by taking into account 

the needs of each user in the design process, not after design. 

 
There are many studies on the accessibility 

of urban spaces. Güngör (2013) examines the accessibility of Gazi 

University Faculty of Architecture and how its accessibility 

changes according to accessibility standards (TS 9111) after the 

renovation work. In this study, it shows how the percentage of 

spatial accessibility of classes, conference hall, cafeteria, faculty 

and the social areas of the faculty change with four different 

responses in five categories which can measure horizontal and 

vertical accessibility. Gezer (2014) reveals the ways in which the 

accessibility should be considered in physical environmental 

dimensions and physical environment conditions through 

hospitals and health centers. It examines spatial 

accessibility criteria in health structures such as parking, building 

entrance, elevator, ramp, stairs, doors and windows, toilets, 

maneuver areas, orientation and communication applications . In 

addition to this, it emphasizes that plans should be made in such 

a way as to provide solutions for the removal of wastes, easy and 

safe transportation to the hospital and conditions which might 

pose a danger to patients. Bekçi (2012) mentions problems and 

offers some solutions about use of transportation axes eligibility 

over pedestrian pavements, floor coverings, signs and lighting 

boards, intersection points, stairs, ramps and proximity to 

housing. Meşhur and Çakmak (2018) analyzed the factors 

affecting the accessibility of public spaces by the universal design 

approach in Konya Zafer pedestrian zone. Arslantaş and Güngör 

(2014) discusses accessibility issues in and around municipal 

buildings in a different method. The physical environment is 

evaluated according to four different responses. As a result of the 

scoring, the accessibility of five different municipalities in Ankara 

evaluated in terms of green areas, public transportation stops, 

main and alternative entrances, walking paths and connections 

with these buildings. Arat and Sayar (2016) focuses Konya Kent 

Plaza Avm as a case study to investigate the spatial accessibility of 

shopping centers with its national-international disability design 

criteria. As a result of the study, it develops alternative circulation 

scenarios for disabled individuals. 
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CONCEPTUAL FRAMEWORK: THE CONTEXT OF ACCESSIBILITY  

The concept of accessibility is examined in two ways as people-

oriented accessibility and location-oriented accessibility. Human-

centered accessibility is defined as ensuring that each individual 

leaves his / her home safely and returns to his / her home without 

the need for another person. The location-oriented accessibility 

refers to the spatial integration of the distance between the point 

where people want to reach from their point of origin horizontally 

and vertically. 

Accessibility is an important concept aims to ensure that every 

individual living in the city can use all the spaces of the city. 

Accessibility can be ensured by the continuation of actions in 

everyday life without breaking. The accessibility of each 

individual to the urban space in the city where it is easy, healthy 

and reliable is defined as external accessibility, while access 

within the space is defined as internal accessibility. The 

availability of structures is related to the availability of outdoor 

spaces. Ergenoğlu (2013) defines the accessible outdoor design as 

a means of providing access to the place within the boundaries of 

any land, providing a suitable way for everyone from public 

transportation stops or parking spaces to disabled people to the 

entrances of buildings and the places where they will arrive. It 

also emphasizes that at least one way to connect structures, 

elements and spaces on the land should be determined. Internal 

accessibility is related to the provision of vertical and horizontal 

connections to the places where the person wants to arrive at the 

space, and to provide the equipment for this purpose.  

Kaplan (2013) emphasizes the concepts of built environment, 

independent movement, and unhindered space and explains their 

relationship with each other. This study emphasizes the 

importance of the concepts of independent movement and 

unobstructed space in order to affect the transportation and 

circulation of individuals in terms of space and time. In order to 

be able to act independently, spaces must be accessible, 

unhindered and if there is an obstacle, it should be realized. It is 

stated that transportation and circulation can be provided by 

accessibility in the built environment and that new development 

areas should be designed and the existing ones should be 

arranged in order to prevent the restriction of the use of space by 

individuals. 

In the literature, concepts such as accessible / reachable design, 

inclusive design and universal design are gaining importance to 

increase accessibility. Accessible / reachable design is made by 

considering disabled individuals as target group. The purpose in 
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inclusive design is still the same but it differentiates from the 

reachable design. Inclusive design provides more realization of 

the design of how to achieve (Ergenoğlu, 2013). In the universal 

design, it develops the concept of design for all by considering all 

individuals who make up the society. There are 7 principles of 

universal design. These principles are equality, flexibility in use, 

simple and intuitive operation, perceived information, resistance 

to faults, low physical effort, size and space for approximation and 

usage. 

Barrier-free accessibility with the relevant standards in the world 

and Turkey is also approved laws to guide for accessibility. 

Published ADA (Americans with Disabilities Act) in 1990 

approved on 15 September 2010. It enables individuals with 

disabilities to have easy access to state and local government 

facilities, public buildings and commercial facilities by giving the 

minimum and technical standards (URL 1). According to Turkey's 

2023 Transport and Communications strategy, disabled solutions 

projects is noteworthy. Within the scope of the project, it is aimed 

to follow the implementation of the laws and standards including 

the “Convention on the Rights of Persons with Disabilities“ 

entered into force on 03.12.2008, the Law No. 5378 and the 

relevant Prime Ministry Circular and other current legislation and 

Turkish Standards, and to establish an board of control. In the 

context of accessibility, Tiyek, Eryiğit and Emrah (2016) disclose 

that disabled people have problems in their structures and 

surrounding architectural solutions and due to lack of public 

transportation systems, they have problems in education, 

employment, social life participation, communication and 

information, social support and health services. In addition, it is 

stated that the disabled people should be able to improve their 

living standards and to be able to walk freely in urban areas to 

ensure accessibility, so it is necessary to work with a universal 

design approach that may meet the needs of access and 

accessibility of disabled people from the planning and design 

stages. On 12 May 2000, the European Commission issued a 

communique entitled Towards a Europe without Disabilities. This 

Communique emphasizes a comprehensive and holistic strategy 

for the elimination of social, architectural and design barriers that 

restrict the access of people with disabilities to social and 

economic opportunities (as cited in Tiyek, Eryiğit and Emrah, 

2016).  

As a result, the implementation of certain standards in the 

physical environment and space features has a great importance 

for individuals with disabilities to facilitate their lives, to ensure 

their circulation in urban space, and to direct them to activities 

such as work and socialization. 
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LITERATURE SEARCH ON ACCESSIBILITY IN SHOPPING 

CENTERS 

In the historical process, the changes in the economic, political and 

cultural lifestyle lead the structural transformations of urban life 

in terms of meaning and function. As a result of urban lifestyle 

transformations, it can be said that the shopping centers take over 

the role of city centers (Çetin, 2018). So shopping centers are used 

as actively for certain spatial and functional purposes such as 

entertainment or recreation on weekdays and weekends. 

Arslan& Bakır (2010) summarized the criteria for shopping 

center to be preferred. These are product diversity, to carry out 

eating-drinking activities, to have social activity areas for adults 

and children, to be a safe environment, the layout and design of 

the shopping center, easy to access, vertical transportation 

(escalator / elevator) to provide, be clean, price suitability etc. 

Türk (2012) mentioned that the connection between the parking 

lot and the shopping center, vertical circulation ease, floor heights, 

corridor widths, lighting and indoor materials affect the user as 

well as shopping center's location selection, transportation 

facilities, parking facilities. 

Shopping centers used by everyone for social activities are usually 

carried out in the form of buildings constructed with closed or 

open space. Therefore, this study handled the accessibility review 

of the shopping center under 8 headings based on the General 

Directorate of Disabled and Elderly Services Accessibility 

Monitoring and Supervision Regulation and Circulars Annex-1 

accessibility monitoring and inspection form for buildings. These 

are classified under eight headings; 

 
1. Parking 
2. Building entrance 
3. Toilets 
4. Horizontal circulation inside the building 
5. Vertical circulation inside the building 
6. Emergency and building installation 
7. Directions and markings 
8. Perceivable walking surface marks 

 
It is possible to summarize the standards that should be at the 

shopping center under the headings above by considering the 

accessibility guidelines with Improvement of Accessibility for 

Everyone Example of Implementation Guidance and Accessibility 

for Local Governments Basic Information Technical Manual Book 

prepared by the Ministry of Family and Social Policies General 

Directorate of Elderly and Disabled People. 
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Parking 

6% of the shopping center car park should be reserved for each 

disabled person and visitors. In addition, the disabled parking lot 

must be marked with a wheelchair symbol. It has a great 

importance that the wheelchair has the width to be easily 

maneuvered in order to enable the disabled people in shopping 

centers to reach the shopping center easily and that the disabled 

parking areas are close to the building entrance. The vehicle width 

should be 3600 mm and the length should be 66000 mm. The 

recommended interval between the two vehicles where the 

wheelchair can be passed is 1500 mm. 

 
Building entrance 
 
The building entrances should be flat feet and in places where 

there is a staircase, a ramp arrangement and a handrail should be 

placed for the physically disabled. In addition, building entrances 

should be laid with non-slippery material and well lit. The fact that 

the elements such as doors, ramps and stairs are not in 

accordance with the standards in the entrance of the building is 

an obstacle for individuals. One of the issues to hinder building 

entrances is the door. The safest door width is 1200 mm. If double 

doors are to be used, each of the doors width must be at least 800 

mm. The glass doors width should be 1500 mm and the lower 

edge of the door should be 1400 - 1600 mm high from the floor 

and marked with a bright colored strip. Instead of revolving door, 

automatic or motion-sensitive doors should be used. If there is a 

revolving door, there must be a normal door. One of the difficulties 

in building entrances is that ramp standards are not suitable. The 

slope of the ramp should be kept as low as 5%, it should not be 

more than 8%. Platform used by wheelchair users should be less 

than 6000 mm to relax, and ramp widths should not be less than 

2000 mm. Also at the beginning and end of the ramp should be 

long at least 1500 mm and there must be level areas as the ramp 

width. Railings must be made on both sides of the ramps. These 

should be 850-950 mm above the ramp surface. There should also 

be a second handrail at 650-700 mm height for children and short 

people. Another obstacle is the stairs in buildings. All steps in 

stairs must be uniform. Vertical surfaces should be 100-150 mm 

and horizontal surfaces should have a non-slip surface with a 

width of less than 300 mm. On the stairs, as well ramp standards, 

there should be a side rail on both sides. In addition, a stimulant 

surface should be installed to warn disadvantaged groups. 

 
Toilets 
 
The toilets in shopping centers should be designed with different 

spatial scale, regulation principles for individuals with 
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wheelchairs, visually impaired individuals and people with baby 

carriages. The toilet entrance door must be easy to open and door 

width must be at least 925 mm. The toilets have to be 2800 mm 

wide and 2200 mm long to allow passage of the toilets from the 

front, right and left. The closet height should be 480 mm and there 

must be handles to allow passage to the toilet. The washbasin 

should be 720 - 740 mm from the floor and the hand dryers and 

soap dispensers should be approximately 850 mm high. There 

should also be an emergency call button in an easily accessible 

place. 

Horizontal circulation inside the building 
 
Horizontal circulation inside the shopping center is provided by 

corridors. If there is a difference level in the building in the 

corridors, they should be provided with accessible route width 

and ramp arrangements should be made. A wheelchair gap should 

be at least 9000 mm in the corridors and the maneuver area 

should be considered to provide a minimum 150 mm turnover 

diameter (universal guide for disabled people). In the shopping 

center access to public areas and shops to the elevator from the 

entrance should provide through circulation.  

Vertical circulation inside the building 
 
In the shopping center crossing between floors is provided by 

stairs, escalators, ramps, walking ramps, walking platforms and 

elevators. Elevators are more preferred in vertical circulation. 

Therefore, the elevator dimensions in compliance with the 

standards are important for increasing accessibility as well as the 

dimensions of the stairs mentioned in the entrance of the building. 

The depth and width of the elevators should be at least 14000 mm. 

The elevator door should be 900 mm for single door and 1100 mm 

for double door. There must be holding bands 850-900 mm above 

the floor in the cabin. The minimum size of the buttons inside and 

outside the cabin should be 19 mm. In addition, there must be a 

usage area at least 1525x1525 mm in front of the elevator to 

maneuver wheelchair. For individuals who have not completely 

lost their vision ability, guidance should be provided with the use 

of contrast color. In addition, it is recommended to have a danger 

alarm (emergency signal) in the elevator. The hazard alarm 

should be prepared not only by sound but also by using both 

visual and embossed text for emergency use. 

Emergency and building installation 
 
In case of emergency, there should be visible visual and auditory 

guidance signs. Also, there should be audible and visible alarm. 
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Directions and markings 

Directions and markings have a great importance for the visually 

impaired and hearing impaired individuals. They should be 

readily visible and should be legible. Directional signs must be 

colored contrast and vivid in order to provide the convenience of 

low vision individuals. Markings should indicate places such as 

stairs, lifts, toilets, entrances, exits and consultations. 

Perceivable walking surface marks 

Perceivable surfaces are very important for visually impaired and 

low vision individuals. Perceivable surface relief height should be 

5mm. There are 2 types of this surface. The first is the surfaces 

that warn of potential danger. This surface informs people to 

protect some dangers when the individual does not notice them 

like stairs, space, door. The second is informative surfaces. It 

informs us that there are usage areas such as toilet, ATM, elevator. 

CASE STUDY FOR KIZILAY SHOPPING CENTER 

Kızılay shopping center is located on the Atatürk Boulevard, 

which extends from the Ulus square to the Çankaya Pavilion, 

which is one of the most important and unique structures of the 

city of Ankara (Figure 1). Kızılay shopping center consists of 18 

floors including basement, ground floor, attic, mezzanine and 

entresol. There are 120 stores, playgrounds, entertainment center 

and eating-drinking areas in the shopping center.  

  

Since Kızılay was developed both spatially and functionally as 

central business district of Metropolitan Area, it is easily 

accessible by private and public transportation means. It is 

possible to reach Atatürk Boulevard and Kızılay shopping center 

by private vehicles, taxis, municipal and public buses, minibus and 

underground railway from the residential areas located outside 

the city center. Buses and minibus stops around Kızılay shopping 

center are within walking distance. Passengers arriving via rail 

system (Kızılay-Koru, Kızılay-Batıkent-Törekent, Kızılay-AKM-

Keçiören subway lines and Dikimevi-Aşti Ankaray Line) have the 

opportunity to enter the shopping center without leaving the 

Figure 1. Location of Kızılay 

shopping center in the city 
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metro station. As shown in Figure 2, the distance of the most 

remote public transport stop to Kızılay shopping center is 400 m. 

According to Kuntay (2008), the pedestrian can easily reach 500 

m distance in 80%, so Kızılay shopping center is easily accessible 

by public transport. Easy access with different types of 

transportation and walking distance from public transportation 

stops to the shopping center allows for the increase of 

accessibility of Kızılay s hopping  

 center from outside the city center. 

 

The accessibility analysis is carried out by evaluating in terms of 

compliance with the accessibility standards including Kızılay 

shopping center car park, building entrance, toilets, indoor 

circulation, indoor vertical circulation, emergency and 

installation, orientation and markings, sensible walking surface 

signs. 

At first, it is examined parking areas. There is an indoor parking 

with a capacity of 300 vehicles. There is no open car park and no 

parking on the street (Figure 3). There is no private parking space 

for the disabled in the indoor parking in the shopping center. 

There are orientation signs in the parking lot. However, some of 

the signs are written on paper, so this method is not in compliance 

with the standards. There are two elevators for vertical 

circulation from the car park. While these elevators can reach as 

far to the third basement, access to the fourth basement is 

provided by stairs. Therefore, the fourth basement floor is not 

accessible for disadvantaged groups (Picture 1, 2, 3).  Accessibility 

of Kızılay shopping center parking area are evaluated in terms of 

Figure 2. Accessibility of Kızılay 

Shopping Center 
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5 different criteria according to the accessibility monitoring and 

inspection form for the buildings prepared by the  y of Family and 

Social Policies General Directorate of Disabled an Elderly Services.  

For each criterion, the total score is 2, and the total score of Kızılay 

shopping center, which can be 10 points, is 3 points. In fact, 

according to the form*, the percentage dependency of car park to 

the form is 30% (Table 1). 

Table 1. Evaluation of parking criteria according to the form 

Working 

area 

Number of 

working 

point 

Total 

score 

Receiving 

sore 
Ratio 

Parking 5 10 3 %30 

 

 

Kızılay shopping center has four entrances. These are the main 

entrance of the shopping center, the entrance to the shopping 

floor without access to the shopping center, the second basement 

entrance from the car park and the entrances to the second 

basement from the metro station area. The main entrance of the 

building is subject to inspection as the main entrance of the 

building is accessible by persons with disabilities (Picture 4). 

Figure 3. Car park area of Kızılay 

Shopping Center 

Picture 1., 2., 3. Evaluation of 

accessibility of parking at the 

shopping center 
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The building entrance is covered with a wet non-slip surface and 

well brighten. The difference of elevation from the pavement of 

outside Kızılay shopping center to the entrance of the building is 

32cm. There should be a ramp at the places with a difference of 

more than 1.3 cm according to the standards. There are two ramps 

for the disabled at the entrance of the building. The slope of the 

ramp is 13%. According to the standards, if the level difference is 

between 16cm-50cm, the slope of the ramp should be 9%. 

Therefore, the slope of the ramp is not compliant with the 

standards. There is a standard handrail next to the ramp. There is 

no stimulating surface 30 cm before the beginning of the ramp and 

after the end of the ramp along the width of the ramp up to 60 cm 

wide. There is no obstacle to restrict the movement of disabled 

pedestrians at the start and end of the ramp. When we look at the 

stairs in the building entrance, the height of the stairs is 16 cm and 

the width is 30 cm. There are no handrails on either side of the 

staircase. There is no stimulating surface along the width of the 60 

cm wide staircase, 30 cm before the beginning of the staircase and 

30 cm after the end of the staircase. When we look at the building 

entrance door, it is a photocell door consisting of large glass 

surfaces. According to the design standards, if there are large glass 

surfaces at the building entrance doors and around it, there 

should be a 7.5cm width stimulating contrasting color tape , which 

are first-level at the height of 130cm-140cm from the ground  and 

second-level at the height of 90cm-100cm from the ground. There 

is a safety controller (x-ray) conforming to standards at the 

building entrance. After the entrance there is a consultation desk. 

Informative and stimulating signs can be seen and felt after 

entering through the door (Picture 5, 6, 7). 

Picture 4. Building entrance review 
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When the availability of the main entrance of Kızılay shopping 

center was analyzed for disabled people, it was evaluated with 42 

different features and received 56 points out of 84 points. 

According the form*, the percentage of dependency to the main 

entrance form is 66.6% (Table 2). 

Table 2. Evaluation of building entrance criteria according to the form 

Working 

area 

Number of 

working point 

Total 

score 

Receiving 

sore 
Ratio 

General 

features 

5 10 8 %80 

Ramp 15 30 18 %60 

Stairs 10 20 12 %60 

Door 4 8 5 %62.5 

Apron 5 10 7 %70 

Safety 

control 

device 

1 2 2 %100 

Information 

and 

warning 

signs 

2 4 4 %100 

Total 42 84 56 %66.6 

Picture 5., 6. Evaluation of factors 

of main entrance             

Picture 7. Evaluation of main input 

factors 
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Thirdly, toilets are evaluated. There are 122 toilet cabins in Kızılay 

shopping center, 5 of these 122 toilets belong to disabled people. 

These are located in the first basement, the first floor, the third 

floor, the fifth floor and the eighth floor (Figure 4). There is no 

elevation difference when accessing the toilet from the entrance 

of the disabled toilet cabin and the doors of these toilets open to 

the outside. Informative signs are not sufficient for disabled 

toilets. In addition, the attendant must be called to use the 

disabled toilet (Picture 8). 

 

 
 

When the availability of Kızılay shopping center’s toilets is 

analyzed for disabled people, it gets 54 points out of 62 points 

according to 31 evaluation criteria. According to the form*, the 

percentage of dependency the toilets to the form is 87% (Table 3). 

Table 3. Evaluation of the toilet criteria according to the form 

Working 

area 

Number of 

working 

point 

Total 

score 

Receiving 

sore 
Ratio 

Toilets 31 62 54 %87 

 

 

Figure 4: Location of the disabled 

toilet                          

Picture 8: Use of the disabled toilet 
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After entering the shopping center, there is no difference of levels 

between the entrance door of the building and the entrance hall. 

In addition, there are no differences in elevation in the circulation 

areas (corridor, access to the elevator from the building entrance, 

access to the elevator in the floors etc.). Circulation areas are free 

of obstacles and well brighten. The floor coverings in the 

circulation areas are flat, stable and durable. 

Fourthly, horizontal circulation is examined. The horizontal 

circulation of Kızılay shopping center was analyzed for disabled 

people by evaluating 7 criteria. Its score is 12 out of 14. According 

to the form*, the percentage of dependence on the building 

horizontal circulation form was 85.7% (Table 4). 

Table 4. Evaluation of horizontal circulation inside the building according the 

form 

Working 

area 

Number of 

working 

point 

Total 

score 

Receiving 

sore 
Ratio 

Horizontal 

circulation 

inside the 

building 

7 14 12 %85.7 

Fifthly, vertical circulation is analyzed. Kızılay shopping center 

has staircase, elevator and escalator for vertical circulation. There 

are 9 elevators in the shopping center. One of them is for 

emergency cases and, the others provides to access between 

floors. There are 6 elevators with different features to provide 

circulation within the building (cabin dimensions, etc.).  (Figure 5) 

(Picture 9, 10, 11, 12, 13, 14). There is no lift to provide vertical 

access only between the floors of the basement 3 and the floors of 

the basement 4 (Figure 6). There is no threshold, stair and 

elevation difference in the cabin access. Unobstructed access 

distance is provided less than 30 m from building entrance to 

elevator. In addition, access to the elevator with information signs 

was facilitated. Within the shopping center, there are normal stair 

steps, escalators and fire escape stairs (Figure 7). It is observed 

that step ladders are designed appropriate for the use of disabled 

individuals. The stair surface is flat, stable and durable. The stair 

surface is covered with non-slip material in a wet-dry state. Height 

of stairs are 16 cm and there are handrail on both sides. There is 

no stimulating surface along the width of the 60 cm wide staircase, 

30 cm before the beginning of the staircase and 30 cm after the 

end of the staircase (Picture 15, 16). 
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Figure 5. Cross-sectional view of 

elevators serving floors 

Picture 9., 10., 11., 12., 13., 14. 

Elevators serving floors 
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The analysis of the usability of the vertical circulation in the 

Kızılay shopping center for disabled people is examined with 144 

criteria. When it is performed for each elevator and step ladders, 

vertical circulation gets the score 264 out of 288. According the 

form*, the percentage of dependence on the building vertical 

circulation form was 91.6% (Table 5). 

 

 

Figure 6. 3rd floor basement plan 

and vertical motion  analysis     

Figure 7. Floor container plan and 

vertical motion analysis 

Picture 15., 16. Evaluation of stair 

properties 
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Table 5. Evaluation of elevator and stairs criteria according to the form 

Working 

area 

Number of 

working 

point 

Total 

score 

Receiving 

sore 

Ratio 

Elevator 1 25 50 45 %90 

Elevator 2 25 50 46 %92 

Elevator 3 25 50 46 %92 

Elevator4 25 50 46 %92 

Elevator5 25 50 43 %86 

Total 125 250 226 %90.4 

Vertical 

circulation 

inside the 

building  

(Stairs) 

19 38 38 %100 

Vertical 

circulation 

inside the 

building  

(Total) 

144 288 264 %91.6 

 

Then, emergency criteria is investigated. Kızılay shopping center 

has a light guiding sign which can be easily recognizable for 

emergency situation. There are no voice guidance signs to guide 

for an exit in emergency. In case of emergency, while there is a 

visible alarm, there is no audible alarm. The height of the lighting 

switches is between 90 cm and 110 cm according to standards. 

The analysis of the emergency and building installations of Kızılay 

shopping center takes 8 points on a maximum of 14 points. 

According to the form*, the percentage of addiction to emergency 

and building installation form is 57% (Table 6). 
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Table 6. Evaluation of emergency and building installation criteria according to 

the form 

Working 

area 

  

Number 

of 

working 

point 

Total 

score 

Receiving 

sore 

Ratio 

Emergency 

and building 

installation 

7 14 8 %57 

 

Thanks to the information signs in Kızılay shopping center, there 

is a possibility of walking without getting lost easily. After the 

main entrance door of the building, there are information signs, 

directional signs and functional signs that are legible and 

understandable for usage areas in the building (Picture 17, 18, 

19). However, all manuscripts and markings are not in accordance 

with the standards. It is observed that all the markings are not 

used Braille, embossed letters and symbols for the visually 

impaired people. 

 

 

 

 

 

The analysis of the direction and markings of the Kızılay shopping 

center has a score 16 out of 20 points. According to the form*, the 

percentage of dependence on the form is 80% (Table 7).  

Table 7. Evaluation of direction and marking criteria according to the form 

Working 

area 

  

Number 

of 

working 

point 

Total 

score 

Receiving 

sore 

Ratio 

Directions 

and 

markings 

10 20 16 %80 

Finally, walking surface signs are evaluated. There are perceptible 

walking surface signs from the entrance door to the information 

desk at Kızılay shopping center. It is observed that guide tracks 

are used to mark the walking route. Perceptible walking surface 

Picture 17., 18., 19. Direction and 

markings evaluation 
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markings are not non-slip in wet-dry condition. In addition, 

maintenance and repair is not observed. 

Analysis of the perceivable walking surface mark of Kızılay 

shopping center is evaluated with 10 criteria. The score is 14 

points out of 20 points. According to the form*, the percentage of 

dependency on the form of perceptible walking surface signs is 

70% (Table 8). 

Table 8. Evaluation of perceivable walking surface mark criteria according to the 

form 

Working 

area 

Number 

of 

working 

point 

Total 

score 

Receiving 

sore 

Ratio 

Directions 

and 

markings 

10 20 16 %80 

 

Accessibility percentages were determined as a result of scoring 

evaluations. According to certain criteria, accessibility percentage 

was evaluated in 5 categories (Table 9). 

Table 9. Accessibility ratios and level of accessibility in different usage area of 

Kızılay Shopping Center 

Working Area 
Accessibility      

Ratio 

Level of 

Accessibility 

Parking %30 Low 

Building entrance %66.6 High 

Toilets %87 Very high 

Horizontal circulation 

inside the building 

%85.7 “Very high 

Vertical circulation inside 

the building 

%91.6 Very high 

Emergency and building 

installation 

%57 Medium 

Directions and markings %80 High 

Perceivable walking 

surface marks 

%70 High 

 

245 



A Study on Accessibility of Disabled People: Case for Kızılay 
Shopping Center, Ankara  

 

IC
O

N
A

R
P

 -
 V

o
lu

m
e 

7
, I

ss
u

e 
2

 /
 P

u
b

li
sh

ed
: J

u
n

e 
2

0
1

9
 

 

 

 

According to the evaluation results, there is no usage area with 

very poor accessibility level. Parking has poor accessibility level. 

The use of emergency and building installation elements is at the 

medium level of accessibility. Perceptible walking surface signs 

and building entrances have good accessibility levels. The other 

usage areas of the shopping center are horizontal and vertical 

circulation in the building, toilets and orientation and markings 

are very well accessible. During the evaluation, the scoring made 

by evaluating criteria to be convenient in accessibility concretizes 

how much Kızılay shopping center is accessible. In this way, the 

deficiencies in different usage areas within the shopping center 

are realized. 

 

 

 

 

 

0% 20% 40% 60% 80% 100% 120%

Perceivable walking surface marks

Directions and markings

Emergency and building installation

Vertical circulation inside the building

Horizontal circulation inside the building

Toilets

Building entrance

Parking

Evaluation Of Different Usage Areas In 
Terms Of Accessibility

Accessible Ratio Non-Accessible Ratio

0% 20% 40% 60% 80% 100%

Perceivable walking surface marks

Directions and markings

Emergency and building installation

Vertical circulation inside the building

Horizontal circulation inside the building

Toilets

Building entrance

Parking

Evaluation Of Level Of Accessibility In 
Different Usage Areas

0-20  Very low 20-40 Low 40-60 Medium

60-80 High 80-100 Very high
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CONCLUSION 

Accessibility is a subject that dwells on the living areas of the city, 

green areas, transportation systems, social reinforcement areas 

etc. for ensuring the continuity of the actions carried out in daily 

life and meeting the needs of each individual without the need of 

others. The rights of people with disabilities making up about 

percentage 12.26 of the population of Turkey are taken under 

legal protection with Law No 5825 United Nations Convention on 

the Rights of People with Disabilities approved by Council of 

ministers dated of 3 December in 2008 (Ergenoğlu and Yıldız, 

2009). In spite of the legal regulations, the inadequacies and 

inaccuracies in the application affect negatively the life quality of 

the disabled people. The concept of accessibility needs to be well 

understood in order to eliminate inadequacies and inaccuracies. 

The target population should cover not only disabled individuals, 

but also every individuals by including disadvantaged groups such 

as transient disabled individuals having health problems or being 

illiterate, elderly, pregnant and obese individuals. 

 

This study is useful for examining the accessibility of the shopping 

center, which is defined as the working area of the concept of 

accessibility, and for guiding deal of the accessibility of the city in 

different usage areas. With the original method, expression of the 

percentage of accessibility on the classification that influences the 

accessibility of the building enables to notice the deficiencies. It 

also encourages the elimination of deficiencies. According to 

studies in usage area of Kızılay shopping center, it is necessary to 

make improvements in the short term in poor and medium 

accessible usage areas in order to increase the accessibility of 

Kızılay shopping center according to the determined levels. In the 

long term, the deficiencies should be eliminated in the usage areas 

of good and very good accessibility. 

 

It is important for the disadvantaged groups in the society to 

participate in the society and to ensure their socialization in order 

to survive as active individuals. Therefore, indoor and outdoor 

places are arranged to be usable by everyone. The problem of 

accessibility in closed space experienced by many people with and 

without disabilities should be taken in terms of accessibility 

criteria. To achieve this, spaces should be designed with a 

universal design approach to increase the use of all individuals in 

society. This study reveals important criteria and deficiencies 

providing accessibility in the shopping center. The surface 

materials should be preferred for non-slip material on wet-dry 

surfaces to ensure the safety of individuals. Redirections should 

be visible, perceivable, and audible. The circulation system of the 

perceivable surfaces must be done as embedded in the ground 
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without being disconnected if it is possible. Stairs, elevators, ramp 

solutions providing to vertical access should be made in 

accordance with the standards in a way to ensure safety and 

horizontal and vertical circulation connections should not cut in 

space. 

 

ACKNOWLEDGEMENTS/NOTES  

 

The authors would like to extend their thanks the editors, referees 

and industrial experts for their valuable contributions to the 

present study. Also, I would like to thank the following Bahar 

Ağayar and Marah Al Shlian. 

 

REFERENCES  

 

Arat, Y. and Sayar, G . (2016). Engelliler için Dolaşım Senaryosu 

 “Konya  Kent Plaza AVM Örneği”. Erciyes 

 Üniversitesi Fen  Bilimleri  Enstitüsü Fen 

 Bilimleri Dergisi, 32 (2):1-17 

Arslan, F. and Bakır, N. (2010). “Tüketicilerin İlgilenim 

 Düzeylerine Göre  Alışveriş Merkezlerini Tercih Etme 

 Nedenleri ve Sadakate  Etkisi” Marmara 

 Üniversitesi İktisadi ve İdari Bilimler  Dergisi, 28(1), 227-

 259. 

Arslantaş, A. Ş. and Güngör, C. (2014). “The Investigation of 

 Municipal  Buildings and Their  Environments  in 

 Ankara with  Regard to Turkish Standards Related with 

 Accessibility” Gazi  University Journal of  Science Part 

 B: Art, Humanities, Design  and Planning, 2(2), 89-100. 

Bekci, B., 2012, “Fiziksel Engelli Kullanıcılar için en Uygun Ulaşım 

 Akslarının Erişebilirlik  Açısından İrdelenmesi: 

 Bartın Kenti  Örneği”, Bartın Üniversitesi Orman 

 Fakültesi Dergisi, 14:26-36,  Bartın 

Buldurur, M. A. and Yavaş, H. (2007). “Kentsel Mekanın 

 Özürlülerce  Kullanımının Değerlendirilmesi” Öz-Veri 

 Dergisi, TC  Başbakanlık Özürlüler İdaresi Başkanlığı, 

 Ankara, 1(1), 911- 925. 

Çetin, B. A.  (2018). “Alişveriş Merkezleri: Yeni Birer Kent Merkezi 

 Olabilir Mi?”, Akademi Sosyal Bilimler Dergisi, 5(15): 13-

 16 

Engelliler için evrensel standartlar klavuzu 

 https://acikders.ankara.edu.tr/pluginfile.php/9260/mod

 _reso urce/content/0/engellil er-icin- evrensel-

 standartlar- kilavuzu.pdf 

Ergenoğlu, A. S. (2013). “Mimarlıkta Kapsayıcılık: Herkes İçin 

 Tasarım”. Yıldız Teknik Üniversitesi. pp.26-52 

248 



Hayri Ulvi 

 

D
O

I:
 1

0
.1

5
3

2
0

/I
C

O
N

A
R

P
.2

0
1

9
.7

4
–

 E
-I

SS
N

: 2
1

4
7

-9
3

8
0

 
 

IC
O

N
A

R
P

 

Ergenoğlu, A. S. and Yıldız S. “Fiziksel Çevre ve Ulaşıma 

 Erişilebilirlik.” Engelsiz  Türkiye için: Yolun 

 neresindeyiz? Mevcut durum ve Öneriler içinde (ed.) 

 Sabancı  Üniversitesi, 123-171. İstanbul: 

 Sabancı Üniversitesi Yayınları, 2009. 

Erişilebilirlik İzleme ve Denetleme Yönetmeliği, T.C. Resmi 

 Gazete, 28713, 20 Temmuz 2013. Accessed on 

 10.01.2019 http://www.resmigazete.gov.tr/eskiler/2013

 /07/20130 720-9.htm 

Gezer, H. (2014). “Hastanelerde ve Sağlık Merkezlerinde 

 Erişilebilirlik”  İstanbul Ticaret Üniversitesi Fen Bilimleri 

 Dergisi, 25(2): 113-133 

Güngör, C. (2013). “An Evaluation of Gazi University Faculty of 

 Architecture Buildings with Regard to  Turkish 

 Standards  Related with Accecibility for People  with 

 Disabilities” Gazi  University  Journal of 

 Science Part B: Art,  Humanities, Design and 

 Planning, 1(1), 1-14. 

Kaplan, H. (2013). “Bağımsız  Hareket İçin  Yapılı Çevrede 

 Düzenlemeler”, Düzenlemeler, B. H. İ. Y. Ç.,  Paneli, B. H. 

 B.  B., and Çalıştayı, A. R., pp.9-26 

Kaplan, H., Yüksel, Ü., Gültekin, B., Güngör, C., Karasu, N., and 

 Çavuş, M.  (2010). Yerel Yönetimler için 

 Ulaşılabilirlik Teknik El  Kitabı. TC Başbakanlık 

 Özürlüler İdaresi Başkanlığı, pp.16-66,  Ankara. 

Kaymaz, M. K. (2015). Eğitim yapılarında bedensel engellilere 

 yönelik “engelsiz tasarım”. 

Kuntay, O. (2008). Yaya Mekânı. Ankara, Gazi Üniversitesi Vakfı: 

 İlke Yayınevi. 

Kuter, N., & Çakmak, M. (2017). Kamusal Dış Mekânlarda 

 Engelliler İçin Tasarım: Ankara, Seğmenler Parkı Örneği. 

 Anadolu Orman Araştırmaları Dergisi, 3(2), 93-110. 

Meşhur, H., & Çakmak, B. Y. (2018). Universal design in urban 

 public spaces: the case of Zafer Pedestrian Zone/Konya-

 Turkey. 

Tiyek, R., Eryiğit, B. H. and Emrah, B. A. Ş. (2016). “Engellilerin 

 Erişilebilirlik Sorunu Ve Tse Standartları 

 Çerçevesinde Bir  Araştırma” Kastamonu Üniversitesi 

 İktisadi  ve İdari  Bilimler  Fakültesi  Dergisi, 12(2):229-255 

Türk, M. (2012). “Ticari Gayrimenkul Geliştirme Sürecinde Yer 

 Seçim  Analizi: Alışveriş Merkezlerinin  Kuruluş 

 Yerinin  İncelenmesi”. Ankara Üniversitesi. pp.35-36 

URL:https://www.ada.gov/regs2010/2010ADAStandards/201

 0ADAStandards.pdf Access on: 13.05.2019 

 

 

 

249 



A Study on Accessibility of Disabled People: Case for Kızılay 
Shopping Center, Ankara  

 

IC
O

N
A

R
P

 -
 V

o
lu

m
e 

7
, I

ss
u

e 
2

 /
 P

u
b

li
sh

ed
: J

u
n

e 
2

0
1

9
 

 

Resume 

Dr. Hayri ULVİ graduated from the Department of City and Regional 
Planning at Selçuk University in 1998. In 2002, he completed his master's 
degree and in 2012 he completed his doctorate at Gazi University. He is 
currently a lecturer at the Department of City and Regional Planning at 
Gazi University and is the director of the Gazi University Urban 
Transportation Accessibility Application and Research Center.  

250 



 

 

IC
O

N
A

R
P

 

 

ICONARP 
International Journal of Architecture & Planning 

Received 05 Dec 2018; Accepted 26 Mar 2019 
                                                           Volume 7, Issue 1, pp: 251-285/Published 28 June 2019 

                                 DOI: 10.15320/ICONARP.2019.75-E-ISSN: 2147-9380 

 
Research Article 

 

 

   

 

 

 

 

 

 

Abstract  

The population exchange between Turkey and Greece was decided in 

1923 as a result of Lausanne Treaty. By this decision, non-Muslim Greeks 

living in Turkey and Muslim Turks living in Greece were mandatory 

mutual migration. The immigrants left their architectural heritage that 

was built with cultural, ethnic and faith values in the settlements where 

they were born and grew. Many religious structures (churches, 

monasteries, chapels), civil buildings (housing, education, health, trade, 

accommodation, social), technical and economic structures (mills, ovens, 

bridges, fountain) remained after Greek-Turkish population exchange in 

various regions of Turkey. 

Besides to being the witness to history each of the original heritage 

structures that reflect Greek immigrants’ economic, social conditions, 

cultural wealth and belief have architectural tourism potentials. Within 

the scope of the study, the architectural tourism potentials were 
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evaluated by selecting the Uluagac Greek School, Fertek Church, Hancerli 

Laundry and Church Fountain as a sample among the different building 

groups located in the Uluagac, Fertek and Hancerli settlements located 

in Nigde/Turkey. The analyzes for the selected buildings were conducted 

according to the determinants of architectural tourism potential 

(architectural and environmental factors, targeted tourist).The data 

obtained from the analysis were synthesized architectural tourism with 

cultural, ethnic, religious and ancestral tourism and suggestions were 

developed. 

INTRODUCTION  

In the globalizing world, as a result of the many transportation 

possibilities and the desire to discover the world, humanity has 

seen other places to move since prehistoric times and has 

developed experiencing a wide range of inter continents.  Holden 

(2007) opposes the definition that tourism is intended only for 

entertainment and pleasure; holiday, visiting friends and 

relatives, sports and cultural activities as the main types of 

tourism and together with them for the reasons of business 

education, religious and health tourism is diversified. Tourism is 

a bridge that provides two-way interaction between countries. 

After visiting other countries, tourists influence the composition 

of social, cultural, historical and architectural identities of their 

countries (Hudman & Jackson, 2003). If the purpose of tourists to 

come to the city is categorized as participating in entertainment, 

holidays, education, courses, sports, cultural and artistic activities 

and visiting historical and cultural places, it is seen that both the 

visited and experienced buildings of architectural tourism 

support other tourism types. 

Erkal (2007) divided architectural tourism into two categories. 

One of them is a category that covers certain organizations 

(architecture biennials, UIA meetings, building fairs, architecture 

conferences, international studios) in the context of the 

architectural profession, and in the selection of the places where 

these are organized, the historical and contemporary 

architectural works, the architectural museums, the powerful 

architectural media in the international sense and the important 

architecture. The existence of universities indicates that it is 

decisive. It is a kind of tourism which provides the experienced 

place of architecture in the second category. At this point, that the 

main subject of this study is the tourism value of “heritage 

building”. Heritage might be understood to be a physical ‘object’: 

a piece of property, a building or a place that is able to be ‘owned’ 

and ‘passed on’ to someone else (Harrison, 2010). Built heritage 

refers to historic buildings and structures and is comprised of 

human-made, fixed elements, possessing historical values and 
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meaning derived from the settings in which they occur and 

societal values that ascribe worth to them (Nuryanti, 1996, p. 

270). Cetin (2015), historical environments that provide 

connections with people and the environment are also very 

important symbols of continuing human values and also details of 

the social and economic structures of past civilisations lie in this 

environment. (İncedayı, 2007); Nuryanti (1996)'s work, the 

important point that architectural tourism focuses on the 

relationship of historical buildings with culture. Structures 

represent more culturally value than natural surroundings. 

Macdonald (2006) identifies heritage as a ‘‘material testimony of 

identity’’. İncedayı (2007) provided a different perspective on the 

subject by saying that "Architectural tourism" should be seen as 

an important process in order to spread the architectural culture 

in a multi-dimensional way and to gain the habit of environmental 

criticism.“Heritage tourism”, like other leisure and tourism 

activities, is largely viewed as a process of experiential 

consumption (Chen & Chen, 2010). In line with the demands of 

architectural tourism, it has been seen that since Greek and 

Roman civilizations, hospitality and accommodation facilities 

have a service concept that supports tourism activities (Lewis, 

1993). At ICOMOS Turkey Architectural Heritage Conservation 

Charter / 2013 the structure and structure groups, which are the 

common property of humanity and which have to be transferred 

to the future with their original characteristics, which have to be 

preserved according to the principles of integrated protection 

with different values and qualities and with all their values, are 

defined as architectural heritage. The historical, cultural, artistic, 

aesthetic and periodic values of the architectural structures 

should be supported by tourism with a conservation-oriented 

approach. 

In 1923, the Treaty of Lausanne was signed between Turkey and 

Greece about the compulsory migration of Turkish Muslims and 

non-Muslims Greek, “population exchange” is a decision having 

the ongoing effects today. After the First World War, Turks 

struggled and won the War of Independence. Many lands 

dominated in the Ottoman Empire were lost and there have been 

many problems and consequences of the pre-war and process of 

ethnic diversity in Anatolia. The population exchange between 

Greece and Turkey held, after the War of Independence and 

Mudanya Agreement, the Lausanne Peace Conference, held in 

Lausanne Switzerland is one of the decisions taken. Some of the 

major problems for Turkey ahead of the conference were as 

follows: Lack of population in the country, minorities, the 

situation of the Turkish minority in Greece. Turkey would try to 

solve in Lausanne these problems (Kiracı, 2006).  Exchange of 
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population in Turkey and Greece aim is to provide uniformity in 

the Muslim and non-Muslim population. Both countries accepted 

the exchange with the "Convention and Protocol on the Exchange 

of Greek and Turkish Peoples" signed on 30 January 1923. The 

Convention consisted of nineteen articles and a protocol. 

According to this convention: 

 “As from the 1st May, 1923, there shall take place a compulsory 

exchange of Turkish nationals of the Greek Orthodox religion 

established in Turkish territory, and of Greek nationals of the 

Moslem religion established in Greek territory. These persons 

shall not return to live in Turkey or Greece respectively without 

the authorisation of the Turkish Government or of the Greek 

Government respectively.” 

After population exchange between Turkey-Greek many 

architectural structures remained as a heritage at both countries. 

The architectural structures that reflect the historical, ethnic,  

cultural, economic values of the settlements that have survived 

after population exchange until today has architectural tourism 

potential with architectural features, aesthetics value, current use 

and orjinal function. These structures were constructed according 

to the physical conditions of the environment and the social, 

ecomonic, cultural, religious expectations and needs of the Greeks. 

According to the needs of Turkish immigrants who came after the 

exchange, some were used with their current functions and others 

were given new functions. These settlements are places where 

architectural tourism potentials and integrated conservation and 

survival activities should be carried out. 

In this study, Greek Heritage structures remained after population 

exchange inNigde at Cappadocia region potentials of architectural 

tourism were identified and demonstrated through the proposals 

for architectural tourism can be developed for them. Heritage, 

whether it be an object, monument, inherited skill or symbolic 

representation, must be considered as an identity marker and 

distinguishing feature of a social group(Flores, 1995). 

Architectural structures remained after the population exchange 

have carried many values about the identity of the community 

who migrated. The main component of architectural tourism, 

"heritage building", together with the architectural features of the 

period in which it was built, has a supportive relationship 

associated with ethnic tourism and cultural tourism at the urban 

scale together with the natural environment, which demonstrates 

the social, cultural structure and economic power of the society, 

giving information about the daily life and rituals of the society. 
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METHODOLOGY 

The architectural structures belonging to the Greeks living in 

many regions of Anatolia before the Turkish-Greek population 

exchange must be protected by providing social and economic 

sustainability. The aim of this study is to reveal the potentials of 

architectural tourism of these heritage structures and to develop 

suggestions that are synthesized with other types of tourism 

(Figure 1). Firstly, as a result of the literature research, the 

determinants of architectural tourism potential have been 

revealed. These determinants have been comprised according to 

the environmental factors and the demands of the targeted 

tourism group by focusing on the architectural features required 

for the structures to be inherited. 

The architectural style, which makes a heritage structure different 

from other structures and makes it unique for the targeted tourist 

population, is due to the fact that the structural features of the 

structure, the construction technique and the ornamental features 

are formed by the physical environment (the spirit of the place) 

depending on the economic, cultural and social environment of 

the society. From this point of view, the factors that constitute the 

architectural characteristics of the building and the 

environmental factors as a determinant of the architectural 

tourism potential are a whole, and these two determinants should 

be analyzed according to the targeted tourism mass. 

In the next step, Greek heritage structures selected samples of the 

field study were analyzed according to the determinants of 

architectural tourism potentials. The formation of architecture 

with the cultural, socio-economic and faith values of the society 

leads to a strong network of architectural tourism with ethnic, 

cultural and faith tourism. As a result of these analyzes, the data 

revealed in each architectural structure were synthesized in other 

tourism types. 

 

Figure.1..The.flowchart.of 
methodology  
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In this study, the problems related to the socio-cultural, ethnic and 

spatial issues of the Greek structures in the settlements with 

population exchanges were tried to be solved with the suggestions 

of re-functionalization and improvement in accordance with the 

architectural conservation perspective. Also, the proposed re-

functionalization and improvements are based on the data of the 

socio-economic, cultural, historical and physical environment and 

are supported by other types of tourism. At the end of the study, 

the results and suggestions for evaluating the architectural 

tourism potentials of the Greek architectural heritage structures 

remained after the population exchange with the method of 

analysis synthesis were developed. 

The Architectural Tourism Potential Determinants  

The architectural features of the building, which are among the 

determinants of architectural tourism potential, should have a 

parallel relationship with the criteria that allow the structure to 

be accepted as the heritage structure. Riegel (1996) classified the 

value of a heritage entity into main categories: age value, 

historical value, deliberate commemorative value and use value. 

Age value, authenticity, aesthetics, uniqueness and 

monumentalism are considered as the criteria for the evaluation 

of the structure in many studies dealing with the preservation of 

architectural structures (Feilden, 2007; Jokilehto, 2007; Orbasli, 

2008). A built heritage may define a specific period's architectural 

style, construction methods and advances in architecture and 

construction (Khodeir, Aly, & Tarek, 2016). In looking for 

authenticity, some tourists focus on the product in terms of its 

uniqueness and originality, its workmanship, its cultural and 

historical integrity, its aesthetics, and/or its functions and use 

(Halewood & Hannam, 2001).    

 

 

In terms of tourism, it is not possible to evaluate the architectural 

potential of the building independently from its surroundings.  

The effectiveness of environmental factors is important in the 

architectural tourism potential of the building. In the past, the 

social, cultural and economic requirements of the environment 

determined the function of structures. The connection of the 

environment with the past shows the place where the structure 

takes place in the history. Social and cultural values include 

identity expression (Dümcke & Gnedovsky, 2013).Over time, the 

identity of the environment to which the structure belongs is 

influencing the social and cultural values of the environment. 
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In the global world, consumption societies have changed the 

attitude towards recreation, entertainment, shopping to 

discovering the original in time, experiencing and intercultural 

cultural embassy. In heritage tourism, tourist satisfaction lies in 

the peculiarities of its region(Brown & Perkins, 1992).  As Enlil, 

Dinçer, Evren, and Seçkin (2011)  point out, the attraction of a 

place for tourists is closely related to the extent to which the place 

is unique and different, to what extent it is familiar, and to provide 

an environment other than the usual. Prentice (1993) explained 

relationship between tourism and heritage attractions by 

analysing the benefits that tourists seek when visiting heritage 

attractions and measures their reactions to the presentation of 

such sites. Another study analyzes the relationship between 

tourist to heritage attraction according to personal 

characteristics, area characteristics, awareness, perceptions and 

behaviour (Poria, Butler, & Airey, 2003).While the architectural 

heritage of the societies was protected by certain criteria, it was 

among the reasons for the tourists visiting the country and the 

historical circles were reorganized in this direction.  

The architectural tourism potential of buildings that constitute 

the core of the historical environments is evaluated in such a way 

that they will not disturb the texture in such a way as to enable the 

visitors to experience the whole of the settlement in which they 

are located. Orbaşlı (2000) describes the outcome of this situation 

with the definition of the heritage market which historic towns 

and quarters are competing to attract tourists, and previously 

unknown places are appearing on the service for this aim. 
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Table 1. Cohen’s (1972) typology of tourists 

Category Characteristics 

1 

 

The organised mass tourist Highly organised travel; 

minimum contact with 

destination culture; travel in 

large groups. 

2 The individual mass tourist Rely on the tour operator to 

arrange flights and 

accommodation; enjoy an 

element of liberty but will still 

tend to stay on the ‘beaten 

track’. 

3 The explorer Tries to avoid the tourist track; 

make their own travel 

arrangements; learn the 

language of the place they are 

going to and attempt to 

associate with local people; 

retain some of the values and 

routines of home life. 

4 The drifter 

 

Attempts to become part of the 

local community by living and 

working with them; shuns 

contact with other tourists and 

the tourism industry. 

 

The literature demonstrates that some analysts have felt the need 

to subdivide tourists into categories (Cohen, 1972, 1974; Murphy, 

1985). Later in the studies carried out, tourists were examined 

under different categories according to their lifestyles (E. Lowyck, 

Langenhove, & Bollaert, 1992), travel patterns, personal interests 

and activities during the trip (Perreault, Darden, & Darden, 1977), 

trip indices (Uysal & Mcdonald, 1989), according to their 

motivation to travel a place (Plog, 1972; S. L. J. Smith, 1990).Cohen 

(1972)’s four-fold classification of tourist experiences and roles 

(organized mass tourist, individual mass tourist, explorer, and 

drifter)  (Table 1) covers all of the detailed tourist typologies in 

the later studies. In determining the target tourist mass, the 

profiles of tourist who will connect with the Greek architectural 

heritage structures that have a history of exchange, and their 

surroundings through architectural, cultural, ethnic and religious 

aspects were reasoned. Large group of tourists formed by 

migrants who have had faced population exchange and their 

relatives with organized tours for visiting emigrant settlements, 
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can categorize in Cohen’s ‘The organised mass tourist’section. 

Individuals with a history of population exchangewho want to see 

their ancestors' lands with individual efforts can categorize in 

Cohen’s The individual mass tourist section. Besides professionals 

conducting academic studies on architecture, art history and 

history, those who are interested in past and present ethnic life 

can categorize in Cohen’s ‘The explorer’section. People traveling 

without discovering any links or without seeking a destinationcan 

categorize in Cohen’s ‘The drifter’section. So, in this study, the 

target tourist population was evaluated by Cohen's four tourist 

typologies. 

It is very important to bring the tourists, who will have a positive 

interaction with social and cultural aspects and provides 

economic returns for the region and the country as sustainable. 

Many Nigde villages that do not have the qualifications to provide 

a tourism system need practices accepted by the local government 

and peasants to activate their architectural tourism potential. In 

the tourist typology of Cohen, if individual, explorer typology is 

chosen as the target audience for the villages, tourism can be 

sustained. As in other types of tourism, architectural tourism 

potential will be determined by this type of tourist supported by 

other types of tourism (Table 1: typology of tourists; Cohen, 

1972). The heritage building plays an important role in meeting 

the demands and expectations of those who come to visit on their 

own single building scale and in the urban context the city is 

perceived as a series of streetscapes and spaces defined by 

building facades (Orbaşlı, 2000, p. 8). Many people prefer to be in 

the atmosphere formed by the facades of historical buildings, to 

walk in the open spaces that occur spontaneously in the streets, to 

sit and chat, and to spend time in the cafes at historical 

environments.  
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The Analysis of Heritage Structures by Architectural Tourism 

Potential Determinants 

The analysis of heritage structures with the potential 

determinants of architectural tourism will be made and the value 

of each structure will be revealed (Table 2).  

Table 2. Determinants to make analysis of Architectural tourism potential 

The architectural structures were analyzed according to the 

physical environment, historical, economic, social and cultural 

background of settlement. Systematicdata on the architectural 

features of each building depending on the current state and the 

function used in the past were collected. Environmental and 

architectural attractions were taken into consideration in the 

analysis for the targeted tourism mass. Finally, analyzes provide 

the selection of appropriate data for the syntheses that will 

associate the architectural tourism potentials with other types of 

tourism. 

  

Determinants to make analysis 
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Architectural 
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Style 
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Physical 

environment 
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The 

organised 

mass 

tourist 

Architectural 

building 

group 

Historical 

environment 

The 

individual 

mass 

tourist 
Construction 

Technique 

and Material 

Economic 

environment 

Originality 

and 

Aesthetics 

Social 

Environment 

The 

explorer 

Current use Cultural 

environment 

The drifter 
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The Synthesis of Heritage Structures with Other Tourism 

Types According to Their Architectural Tourism Potential   

The architectural heritage is an expression of the cultural richness 

of the region, the diversity of ethnicity, the routines of social life. 

Owing to its role as a carrier of historical values from the past, 

heritage is viewed as part of the cultural tradition of society 

(Nuryanti, 1996).Cultural tourism is a type of tourism activity in 

which the visitor's essential motivation is to learn, discover, 

experience and consume the tangible and intangible cultural 

attractions/products in a tourism destination (Khodeir et al., 

2016). The elements of cultural heritage and their use within the 

scope of tourism are examined different perspectives in many 

disciplines (Du Cros, 2001; Meskell, 2009; Poria et al., 2003). 

Cultural tourism assets include museums, art galleries, historic 

theme parks, heritage sites and arts festivals (Zeppel & Hall, 

1991). These attractions/products relate to a set of distinctive 

material, intellectual, spiritual and emotional features of a society 

that encompasses arts and architecture, historical and cultural 

heritage, culinary heritage, literature, music, creative industries 

and the living cultures with their lifestyles, value systems, beliefs 

and traditions (Khodeir et al., 2016). 

V. L. Smith (1977) defined ethnic tourism as marketing to the 

public in terms of the ‘quaint’ customs of indigenous and often 

exotic peoples. As a part of cultural tourism in today's tourism 

concept, tourists have the ambition to experience different 

cultures on the basis of ethnic tourism. Nowadays, ethnic tourism 

activities are diversified as visiting ethnic villages, minority 

homes and ethnic theme parks, being involved in ethnic events 

and festivals, watching traditional dances or ceremonies, or 

merely shopping for ethnic handicrafts and souvenirs (Yang, Wall, 

& Smith, 2008). Much of today’s heritage tourism product 

depends on the staging or re-creation of ethnic or cultural 

traditions (Chhabra, Healy, & Sills, 2003). Religious tourism has 

come about by people's desire to perform their religious duties, as 

well as cultural, cultural trips with curiosity to sacred places. 

People can see the historical and social dimension of different 

beliefs, places of worship especially in the trips which are planned 

to visit religious places. Religious places, buildings, rituals, 

festivals, beliefs and religious events are among the important 

factors that affect tourist behaviour and direct people to faith 

tourism (Henderson, 2003). The fact that religious places, as well 

as cultural heritage belonging to the past civilizations, have the 

characteristics of discussion of whether religious tourism and 

cultural tourism can be evaluated together (Richards, 2007).  

People may visit the same site with very different motivations 
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with the same site being a religious pilgrimage for some while 

encompassing pilgrimage (cultural or nostalgic) or tourism 

(adventure or cultural) for others (Ebadi, 2014). 

As a result of the Turkish-Greek Exchange, Turkish and Greek 

architectural structures remained as witnesses of that period. 

Considering the war and economic situation of the two countries 

at that time, the reason for the fact that many of these structures 

are not able to preserve their original state will be explained 

simply. Many cities that had population exchange in Turkey 

presents Greek emigrants' religious beliefs, economic assets, 

information architecture and application level, culture. Franklin 

(2003), travel and tourism is the opinion that people experience 

the idea of nationality and collective past. Many tourists learn “to 

understand as history” through their own family history.  Ray and 

McCain (2009) study tourists travelling for family heritage 

(ancestral tourism) and find that travellers belonging to a certain 

religion want to visit those religious sites.  This opinion explains 

why the main desire of grandsons of immigrants who migrated 

from Turkey to Greece visiting cities that had population exchange 

of Turkey. At this point, each of the structures that were built 

before population exchange carries the traces of an original ethnic 

past life with the potential to be emotionally connected.  

CASE STUDY 

After the Greek-Turkish population exchange according to the 

frequency of population, the immigrant enclaves in Turkey are 

Aegean region, Marmara region, Black Sea region, Central Anatolia 

region and the Mediterranean region (Arı, 2008). In this process, 

the Muslim Turks from Greece were settled in Western Anatolia 

(especially Aydın, İzmir, Ayvalık), Mersin, Adana, South Marmara 

(Sakarya, Bursa, Balıkesir), Middle Black Sea (Samsun, Tokat) 

(Sepetçioğlu, 2007). 

Annual of the Institute for Statistics presented below (1929-1930) 

on the schedule for almost all of the emigrants were placed in 

Turkey (Figure 2). 
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The churches, mansions, laundries, schools, monasteries that the 

Greeks shaped in terms of socio-cultural, economic and religious 

aspects were idle in some places that were converted in some 

settlements according to the changing requirements and 

approaches of the immigrants Muslim Turks and non-migrants. 

In this study, the Greek architectural heritage structure in three 

villages of Niğde was chosen as the study area. When we examine 

the geographic structure of Niğde, we see a settlement dating back 

to the history of Cappadocia with a history of nine thousand years 

(Gedik, 1997). Strabon defined the borders of the Cappadocia 

region as the Taurus Mountains in the south, Aksaray in the west, 

Malatya in the east and Black Sea in the north. Niğde has been 

under the rule of many states and civilizations from Antiquity to 

today's republic period (Gabriel, 1962; Gedik, 1997).  After The 

War of Independence, the population exchange took place 

between Turkey and Greece created many results for Nigde at 

demographic, social, cultural, religious, and in the urban context.  

Just before the exchange, the population of Niğde had been around 

45,0002. In addition to this population, only 15,750 people 

arrived in 3969 households covered by the exchange (Ağanoğlu, 

2001). The population increase in Nigde in 1923-1930 was much 

higher than the increase in the country.  This increase can be said 

to be around 30% (Özkan, 2007). Turkish Muslims from Greece 

were settled in villages and settlements belonging to non-Muslim 

Greeks and Armenians in Nigde like other Turkish cities which 

had the same destiny. Among the settlements that had population 

exchange located in the central districts and villages of Niğde are 

Fertek, Dilmusun-Dermusun-Telmusun (Hançerli) İlusun (İlhasan 

- Küçükköy), Aravan (Kumluca), Kurdunus (Hamamlı), Teneği 

(Yeşilburç), Sazalca (Taşlıca), Madala (Ballı), Uluağaç, Semendire 

(Ovacık), Hasaköy, Andaval (Aktaş), Çarıklı’dır Çamardı, 

Solucuova Köyü, Suvermez, Kiçağaç Village, Gölcük, Tırhan 

(Figure 3).In these settlements, there are 25 churches(Parman, 

Figure 2. Cities having population 
exchanged from Turkey are marked 
on Google Earth [08.08.2018]  
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1988; Pekak, 1999), stone mansions, the educational buildings, 

the trade structures and the fountains belonging to the pre-

Turkish-Greek Population exchange. 

 

Three settlements (Uluağaç Village, Fertek, Hançerli) were 

selected as the villages during the period of the population 

exchange in the central and districts of Niğde. Selected villages 

having the different type of protected buildings (church, school, 

laundry, mansions, fountain) has architectural tourism potential 

supporting by the cultural, religious, ancestry and ethnic tourism. 

The Analysis of Architectural Tourism Potentials of Uluagac 
Greek School 
Located in the east of Niğde city center, Uluagac village is 22 km 

away from Niğde city center on Kayseri road and 17 km away from 

Gümüşler direction. After the population exchange, the Greeks 

living in the region went to the Balkans, Turks living in the Balkans 

came to Anatolia and Turks from the Balkans were placed in place 

of the Greeks sent from the village of Uluagac Eryaman (2013). As 

in the other settlements in Endevit Valley in Uluagac Village, 

Muslims and Greek Orthodox had lived together before the 

population exchange (Selamoğlu, 2011, p. 14).  

Figure 3. Niğde Settlements which 
had population exchange (Marked 
in Google Earth 08.08.2018) 
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The monumental school structure in the settlement emphasizes 

the importance of this place social aspects in the 19th century 

(Pekak, 1999, p. 29). The ruins of the Uluagac Church, Greek 

school and mansions are considered as structures remained after 

Turkish-Greek Population exchange (Figure 4).The Greek school 

had been built by Greek before the population exchange, Turks 

school when they settled after migration to Uluagac Village. This 

situation reflects an important using value for school in both 

cultures today.  

 

The ruins of the church located in Uluagac Village should be a 

three-aisled, three-nave, basilica church according to the existing 

remains and the remaining traces (NiğdeValiliği, 2016), (Figure 

6). On the west side of the church in the east-west direction, there 

is a door with basalt frame and lintel (Figure 5). 

Figure 4. Niğde Uluagac settlement 
and historical buildings (marked on 
Google Earth 08.08.2018) 

Figure 5. The front of the church 
and its surroundings 

Figure 6. Plan of the Church 
(Inventory) 
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The church is built of smooth cut stone. The surrounding of the 

door is decorated with low relief geometric and herbal 

decorations. The relief decorations of grape bunches on the west 

entrance of the church are similar to the reliefs in the 

contemporary buildings in Nevşehir and especially in the 

churches of H. Theodoros in Derinkuyu (Pekak, 1999, p. 30). 

Uluagac Church is under protection by Nevşehir Directorate of 

Conservation of Cultural Heritage by the decision of the 

registration on 08.04.2011 / 2911. 

The mansions usually consist of two floors and a basement floor 

carved from the rock which is Kapadokya region's architectural 

construction technique (Figure 11). In the buildings made of cut 

stone and rubble stone, local yellow trachyte stone and andesite 

stone were used. The mansions in Uluagac Village were usually 

built in the courtyard  (Figure 8).  

 

Some of the mansion rooms are vaulted (Figure 9). The mansions 

have wooden ornaments, cupboards and wood panelled doors 

(Figure 10).The gates of the courtyards are monumental and have 

similarities with stone type and construction techniques that was 

used other Niğde settlements during the same period (Ata, 2017). 

 

  

  

Figure 7.Mansions of Uluagac 
Village 
Figure 8. One of the mansions is idle 
 

Figure 9. Vaulted room 
Figure10. Courtyard gate 
 

Figure 11. The sample of 
storehouse that was made of rock 
carving 
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Table 3. The analysis of Uluagac Village’s Greek Heritage Structures by 
environmental factors 

  

 

The analysis of Uluagac Village’s Greek Heritage Structures by 

environmental factors 

Physical environment The Greek School is located in the center 

of the old settlement where 

transportation can be easily achieved. 

The entrance facade is facing the Village 

Church. The samples of civil 

architecture in Uluagac are 

concentrated in the old settlement of 

the village, around the church and the 

school. In time, the construction of new 

structures caused losses in the original 

village fabric. Some mansions have 

survived to the present day, while 

others have not. The transportation for 

Uluagac Village that is close to Yesilova, 

Ovacık and Aktaş Village is from Niğde 

City Center by bus. The church is within 

walking distance of the village entrance 

and is near the other registered 

historical building, the Greek School. 

Historical environment The school where the students from 

neighbouring villages received the 

education was an architectural prestige 

structure before population exchange in 

the education area for the village of 

Uluagac, which is close to other villages. 

Economic environment Before the population exchange schools, 

churches and mansions show that the 

village was in good economic condition 

in the past. However, some Turkish 

Muslim families who settled after the 

exchange have migrated from the 

village due to the distance of the village 

from Niğde centre. The general source 

of income in the village is based on 

agriculture and small animal 

husbandry. 

Social Environment Nowadays immigrant traditions are still 

alive in the village life (Eryaman, 2013). 
Cultural environment 
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Table 4. The analysis of Uluagac Village’s Greek Heritage Structures by 
architectural factors factors 

The analysis of Uluagac Greek School by architectural factors 

Architectural 

building 

group 

 

General view of the school  

Architectural 

Period and 

Style 

The school has a rectangular plan, a two-storey building. The 

corridors on the ground floor of the building are the 

cruciform plan and the rooms are placed within the 

framework of this plan(NiğdeValiliği, 2016) . 

Construction 

Technique 

and Material 

Construction with a smooth cut of local stone. The 

rectangular windows casements on the three facades of the 

building are wooden and are wreckled. The upper floor has 

wooden staircase system. The roof system of the building 

was subsequently replaced and is now a hipped roof with 

Marseilles tiles. 

Originality 

and 

Aesthetics 

 

Entrance gate of the 

building 

The façade of the building is 

located on the northeast side, 

and there is an entrance door 

with a round-arched lighting 

window on the front façade 

(NiğdeValiliği, 2016). This 

door is similar to the 

entrance doors made before 

the population exchange 

period in other settlements 

with construction technique 

and decoration features. 

Current use In the interior of the structure, it is seen that there are later 

additions since using as a village school after the population 

exchange (NiğdeValiliği, 2016).The structure is not used 

today, it remains idle. Uluagac Greek School is under 

protection by Nevşehir Directorate of Conservation of 

Cultural Heritage by the decision of the registration on 

28.06.2013/781. 

37 
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Table 5. The analysis of Uluagac Village’s Greek Heritage Structures by targeted 
tourist factors 

 

The Analysis of Architectural Tourism Potentials of Fertek 

Church 

Fertek is located in the centre of Niğde, close to Küçükköy and 

Hançerli Village (Figure 12). Küçükköy and Hançerli are also 

settlements that had population exchange and have historical 

buildings at this period. 

 

Fertek has architectural and cultural richness by the church, the 

bath, the underground city, the civil architecture examples which 

have given information about the daily life of the non-Muslims 

who migrated here. The richness of the Greeks who lived here was 

reflected in their church and houses (Table 8).In the study of 

Yavaşcan (2018), it is stated that Fertek stone masters have an 

effect on the elaborate cut stone workmanship of traditional 

Niğde houses. Fertek stands out with its historical texture and 

preservation and is the closest settlement in Niğde to have urban 

site criteria. The original examples of the traditional residential 

architecture in the village date back to the end of the 19th century 

The analysis of Uluagac Village’s Greek Heritage Structuresby targeted 

tourist factors 

The organised mass 

tourist 

Relatives of Greek immigrants who migrated 

from the village following the Turkish-Greek 

population change  

The individual mass 

tourist 

the people who are interesting at history, art 

history, architecture 

 

The explorer grandsons of Greek migrants who are seeking 

their the ancestry 

Figure 12. Niğde Fertek settlement 
and Fertek Church (marked on 
Google Earth 08.08.2018) 
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and the beginning of the 20th century (Yavaşcan, 2018).  Fertek 

Mansions, which are larger than the mansions in other 

settlements in Niğde, reflect the wealth and social lives of the 

Greeks living in that period (Figure 13-14-15). 

  

 

The mansions consisting of ground floor and upper floors are built 

from local stones. Mansions show the characteristics of the period 

in which they were built with inscriptions found in the entrance 

gates, masonry. Nowadays, Fertek House 1 and Fertek House 2 

under protection by Nevşehir Directorate of Conservation of 

Cultural Heritage by the decision of the registration on 

13.02.2009/2063 and05.12.2013/958 (NiğdeValiliği, 2016). 

Table 6. The analysis of Fertek Village’s Greek Heritage Structures by 
environmental factors 

 

The analysis of Fertek Village’s Greek Heritage Structuresby 

environmental factors 

Physical 

environment 

Buses from Niğde city center to Fertek provide easy 

access to the village by public transport. The church 

is in the village square and is very close to the bus 

stop. The old texture developed in the focus of the 

Fertek Church. Nowadays, there are new residential 

buildings built with mansions in the area where the 

original historical texture is located. 

Historical 

environment 

Fertek city history has been formed in a rich historical 

process. The underground city is dated by Early 

Christian period. There are bath, churches, mansions, 

fountains belonging Ottoman Period. 

Figure 15. Stonework of entrance 
door of a chapel 

Figure 13. Stone consoles on 
mansion facades 
Figure 14. Fertek House II facade 
(NiğdeValiliği, 2016) 
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Table 7. The analysis of Fertek Village’s Greek Heritage Structures by 
architectural factors 

The analysis of Fertek Church by architectural factors 

Architectural 

building 

group  

Front facade of the Church Interior of the church 

Architectural 

Period and 

Style 

 

Church Plan (NiğdeValiliği, 

2016) The church has a 

basilical plan with three 

naves in the east-west 

direction 

It was built by 

Karamanoğlu Hacı 

Nikoli in 1837.There 

is a Caramanian 

inscription on the half 

round and outward 

façade of the narthex.  

 

Construction 

Technique 

and Material 

Local yellow trachyte stone and andesite stone were 

used on the building's construction. There are a total 

of 16 columns in the narthex (Ekiz, 2015; Parman, 

1988). 

Originality 

and 

Aesthetics 

 
 

Ornaments of Church 

Economic 

environment 

Before the population exchange, the Greeks engaged 

in viticulture which enabled them to produce raki and 

wine(Dinçer, 2008). 

Social 

Environment 

Before the population exchange, Greeks and Turks 

lived together. 

It is seen that the Greeks living in Freek and Greek 

population other settlement in Nigde are interacting 

with each other socially and culturally architectural 

building (church, baptismal area, school) 

Cultural 

environment 
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The ceiling is vaulted and has drawing ornaments. 

There are fresco ruins on the left on the upper floor. 

The narthex ceiling has wooden workmanship. In the 

structure, rich wooden ornaments on the flat 

ceilings, column headings in naos, stone ornaments 

on door and window lintels and arches, and frescoes 

on the apsis walls. God can be seen angels with Christ 

Pantocrator(Parman, 1988).   

 

Current use 

 

The Fertek New Mosque is the largest building in 

Nigde that has been converted from a church to a 

mosque. As the building was converted into a 

mosque, the altar, the pulpit and the minaret were 

added(Ekiz, 2015; NiğdeValiliği, 2016; Parman, 

1988). The General Directorate of Foundations is 

responsible for the maintenance of the structure and 

the structure has been protected by the Registry 

Decision 16.01.1992 / 1218. 

Table 8. The analysis of Fertek Village’s Greek Heritage Structures by targeted 

tourist factors 

The analysis of Fertek Village’s Greek Heritage Structuresby targeted 

tourist factors 

The organised mass 

tourist 

Religious rituals for Christians at certain 

times of the year 

Relatives of Greek immigrants who 

migrated from the village following the 

Turkish-Greek population change 

The individual mass 

tourist 

The people who interested in history and 

production of wine and raki 

The explorer The people who interested in history and 

production of wine and raki 

The people who interested in art history and 

religious history (frescoes at church) 
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The analysis of potentials of Hançerli Church Fountain and 

Laundry 

Hancerli with its lush nature, water resources and historical 

artefacts is one of the most important settlements in Niğde. The 

settlement just north of Fertek is inhabited in 1920 by 1283 

Muslims in 1045 Karaman (Selamoğlu, 2011, pp. 11-12). The city 

center of Nigde is about 10 km. Hançerli Village, which is located 

in the distance, hosts important structures belonging to the 

Christian minority (Ekiz, 2015). These are the church located in 

the center of the settlement, which is now a mosque, and the 

fountain and laundry in the south of the church the other is a 

monastery located to the north-east of the village (Figure 16). 

 

Hancerli Church, church fountain and laundry facilities close to 

each other and their structure groups and daily life data were 

evaluated according to the architectural tourism potential. 

  

  

Figure 16. Monastery, Church, 
laundry and fountain of Niğde 
Hançerli settlement (marked on 
Google Earth 08.08.2018) 

Figure 17. General wiev of Hancerli 
Church 
Figure 18. The front of the Hancerli 
Church 
 

Figure 19. Interior of the Hancerli 
Church 
Figure 20. A special construction 
technique on the roof 
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It was written on Caramanian inscription that the building was 

built in 1832. It is a three-nave church in bazilkal plan. There are 

three apses round and externally on the east and nartex cosisting 

with 6 columns and 5 pointed arches on the west (Figure 17-18). 

The cover system of the nephrums is the cradle vault in the east-

west directionand the roof of the main space is covered with a 

barrel vault in the West (Ekiz, 2015; Parman, 1988; 

TürkiyeKültürPortalı). The original roof of the church was 

covered with stones that were interlocked with a special 

construction technique and preserved until today (Figure 20). The 

structure that the General Directorate of Foundations is 

responsible for is protected by the decision of 16.01.1992 / 1218. 

After the Christian population migrated as a result of the 

exchange, the structure was used as a mosque by Muslims. One of 

the windows was closed and a mihrab was added here. There are 

also a minbar to the right (NiğdeValiliği, 2016).  

  

Table 9. The analysis of Hancerli Village’s Greek Heritage Structures by 
environmental factors 

 

The analysis of Hancerli Village’s Greek Heritage Structures by 

environmental factors 

Physical 

environment 

Hançerli has a green nature because it is rich in water 

resources. Church, building is located in the center of 

Hançerli village. Since the roads are very narrow, there is a 

need for an arrangement to reach the church on foot from 

the entrance of the village. Laundry is located to the south of 

the Hançerli Church. Fountain is adjacent to the retaining 

wall to the south of the Hançerli Church. There is Hançerli 

laundry in the south of the fountain. 

Historical 

environment 

Hancerli Village is home to two important structures of 

Christian minority. The first of these is the church located in 

the center of the settlement, which is now a mosque and the 

fountain in the south of the church; the other is a monastery 

located to the north-east of the village (Ekiz, 2015). 

Economic 

environment 

Today, the livelihood of those living in Hancerli is agriculture 

and animal husbandry. 

Figure 21. General wiev of Hancerli 
Monastery (Ekiz, 2015) 
Figure 22. Ruins of Hancerli 
Monastery (Ekiz, 2015) 
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Table 10. The analysis of Hancerli Village’s Greek Heritage Structures by 
targeted tourist factors 

The analysis of Hancerli Village’s Greek Heritage Structures by targeted 

tourist factors 

The 

organised 

mass 

tourist 

Relatives of Greek immigrants who migrated from the village 

following the Turkish-Greek population change 

The church and ruins of the monastery may be open to Christian 

visits 

The 

individual 

mass 

tourist 

The people interesting in nature and history 

The 

explorer 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Social 

Environment 

Nowadays the area which is close natural water resources 

are used by the public as a picnic area. 

Cultural 

environment 
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Abstract  

İstanbul has served as the capital of three great empires and is a cultural 

centre of outstanding importance not only for Turkey but also for the 

world as a whole. Its historical and cultural heritage should be fully 

exploited and its inheritance carefully preserved to serve as an 

inspiration to future generations. The most effective way of lending 

educational end inspirational significance to the old buildings that fall 

into this category is to convert each one of them into a living entity. On 

the basis of these arguments, this article aims to explore changes to 

important examples of such original buildings over time and how to 

convert them to suit contemporary usage values. 
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